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TECHNICAL SPECIFICATIONS

# of Flash Patterns: 28

Input Voltage: 10 - 16 Vdc

Current Draw: 0.5 amps average @ 12.8

# of LEDs: 24 Gen3 LEDs

Operating Temp.: -40º to +65º C

Dimensions: length x width x height

Bar Only 14.25” l x 8.27” w x 1.90” h

Magnetic Mount 2.78” overall height w/ 0.87” clearance

Permanent Mount 2.93” overall height w/ 1.05” clearance

Features
•	 New “Fusion Technology”, an extreme, wide angle optic 	
	 technology that disperses an even distribution of light 	 	
	 with a super wide angle output. 

•	 Lower cost mini bar is budget friendly & powerful, 	
	 perfect for volunteers & fleets.

•	Magnetic Mount lightbar has Cigar Plug (10’ wire length)	
	 with a 3-position rocker switch. Simply press the down 	 	
	 arrow to advance to the pattern desired and then turn the 	
	 lightbar on. Non-volatile memory recalls last flash pattern 		
	 used upon power up.

•	Permanent Mount lightbar includes 12’ cord w/ stripped 	 	
	 wires for hard wire installation.

•	 Flash Patterns are easily selected with new improved	
	 Cigar Plug with 3-position rocker switch for On, Off & 	 	
	 Flash Pattern Advance.

•	 Non-volatile memory recalls last flash pattern used upon 	
	 power up.

•	 Available in 4 solid & 6 split colors, see color options on	
	 opposite page.
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Pinnacle Mini Lightbar
Magnetic Mount: #EPL7M+(x)C
Permanent Mount: #EPL7PD(x)C

New Mini Lightbar with exclusive Gen3 LED 
“Fusion Technology” optics.

Pinnacle Mini Lightbar delivers 360 degrees of 
powerful & bright output in 10 solid or split colors.

Permanent Mount Brackets or Magnetic Mount 
available depending on your needs.

Permanent Mount Brackets

Cord can be directed to 
exit either side of the bar

New Fusion Technology optics

NEW!


